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CFM Container Filler					
					
Overview:		
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IBS – Mobile device for loading and unloading standard containers
“CONTAINER – FILLER”
Engine / Control Panel
Wooden Pallet
Base Frame
Landing Gears
Locking Pin
Rollers with
Air Bellows
Lift Frame
Bolt Plate
Docking Unit
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Type: CFM 20 (Basic Version)			Item Number: 20012762
[image: ]
	Specification:
	CFM 20

	Unladen Weight:
	approx. 6,3 Tonnes

	Overall Length: 	
	approx. 8700 mm

	Overall Width:
	approx. 2600 mm

	Overall Height:	
	approx. 1400 mm

	Maximum Load:
	approx. 25 Tonnes

	Engine Power:
	approx. 1,5 kW

	Max. Compressed Air Supply:
	approx. 6-8 Bar

	Electrical Connection:
	400 Volt

	Maximum Travel Distance: 
	approx. 5940 mm

	Time per Travel Distance:
	approx. 2,0 min


 

Components:

Engine:			Helical Bevel geared - 1,5 kW 
				SEW, KA87/T T90L4/BMG/TF/Z    
Drive:				Double-Sided Chain Drive; Chain DIN 8187-16-B1
Landing Gears:		Jost, Modul B02-03-06-01-03 , 
Max. Load per Gear: 12 to.
Pneumatic Air Bellows:	Metal Work Pneumatic Type PM/31121
Rollers (lift frame):		PN 85/90/5K incl. Roller Bearing
Material:			Base Frame: S 235 JR, Lift Frame: S 235 JR
Surface:			Base Frame: hot galvanized, Lift Frame: hot galvanized
Safety Equipment:		3 Emergency Stops / Locking Pin at the control panel	
Control System:		Standard CFM 20
				Load Pos. 20 Foot



Note:

This type will be delivered with jost standard landing gears without wheels.










Type: CFM 20 T					Item Number: 20022003

Specification identical in design to CFM 20.
The CFM 20 T will be delivered only in combination with the fork lift shoe and the tow ball housing for replacement of the Container Filler on site (see accessories page 11 and 12).

Note:	

This type will be delivered with 2 pair of Jost standard landing gears without wheels and one pair with wheels (direction of travel) to replace the Container-Filler.

Type: CFM 20 V					Item Number: 20022006

Specification identical in design to CFM 20.
The CFM 20 V will be delivered only in combination with the adjustment unit to simplify the docking process between the chassis of the truck and the Container Filler (see accessories page 13).

Note:	

This type will be delivered with jost standard landing gears with wheels (all sideways mounted).

Type: CFM 20 TV				Item Number: 20022462

Specification identical in design to CFM 20.
The CFM 20 TV will be delivered only in combination with the fork lift shoe, tow ball housing for replacement of the Container Filler on site (see accessories page 11 and 12) and the adjustment unit to simplify the docking process between  the chassis of the truck and the Container Filler (see accessories page 13).


Note:	

This type will be delivered with jost standard landing gears with wheels. The penul-timate pair of wheels (engine side) is mounted in direction of travel, the rest side-ways. During use of the adjustment unit the penultimate pair of wheels has to be retracted (no contact to the ground).





Type:	CFM 40 (Basic Version)		Item Number: 20012763

	Specification:
	CFM 40

	Unladen Weight:
	approx. 9,7 Tonnes

	Overall Length: 	
	approx. 15200 mm (demountable)

	Overall Width:
	approx. 2600 mm

	Overall Height:	
	approx. 1400 mm

	Maximum Load:
	approx. 45 Tonnes

	Engine Power:
	approx. 1,5 kW

	Max. Compressed Air Supply:
	approx. 6-8 Bar

	Electrical Connection:
	400 Volt

	Maximum Travel Distance:
	approx. 12100 mm

	Time per Travel Distance:
	approx. 4,0 min
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Components:

Engine:			Helical Bevel geared - 1,5 kW 
				SEW, KA87/T T90L4/BMG/TF/Z    
Drive:				Double-Sided Chain Drive; Chain DIN 8187-16-B1
Landing Gears:		Jost, Modul B02-03-06-01-03 , 
Max. Load per Gear: 12 to.
Pneumatic Air Bellows:	Metal Work Pneumatic Type PM/31121
Rollers (lift frame):		PN 85/90/5K incl. Roller Bearing
Material:			Base Frame: S 235 JR, Lift Frame: S 235 JR
Surface:			Base Frame: hot galvanized, Lift Frame: hot galvanized
Safety Equipment:		3 Emergency Stops / Locking Pin at the control panel	
Control System:		Standard CFM 20
				Load Pos. 20 and 40 Foot


Note:

This type will be delivered with jost standard landing gears without wheels.









Type: CFM 40 T					Item Number: 20022004

Specification identical in design to CFM 40.
The CFM 40 T will be delivered only in combination with the fork lift shoe and tow ball housing for replacement of the Container Filler on site (see accessories page 11 and 12).

Note:	
This type will be delivered with 4 pair of Jost standard landing gears without wheels and one pair with wheels (direction of travel) to replace the Container Filler.

Type: CFM 40 V					Item Number: 20022007

Specification identical in design to CFM 40.
The CFM 40 V will be delivered only in combination with the adjustment unit to sim-plify the docking process between the chassis of the truck and the Container Filler (see accessories page 13).
	
Note:	

This type will be delivered with jost standard landing gears with wheels (all sideways mounted).

Type: CFM 40 TV				Item Number: 20022463

Specification identical in design to CFM 40.
The CFM 40 TV will be delivered only in combination with the fork lift shoe, the tow ball housing for replacement of the container filler on site (see accessories page 11 and 12) and the adjustment unit to simplify the docking process between  the chassis of the truck and the Container Filler (see accessories page 13).

Note:	

This type will be delivered with jost standard landing gears with wheels. The penultimate pair of wheels (engine side) is mounted in direction of travel, the rest sideways. During use of adjustment unit the penultimate pair of wheels has to be retracted (no contact to the ground).







Type: CFM 45 (Basic Version)			Item Number: 20012764

	Specification:
	CFM 45

	Unladen Weight:
	approx. 10,1 Tonnes

	Overall Length: 	
	approx. 16400 mm (demountable)

	Overall Width:
	approx. 2600 mm

	Overall Height:	
	approx. 1400 mm

	Maximum Load:
	approx. 45 Tonnes

	Engine Power:
	approx. 1,5 kW

	Max. Compressed Air Supply:
	approx. 6-8 Bar

	Electrical Connection:
	400 Volt

	Maximum Travel Distance: 
	approx. 13600 mm

	Time per Travel Distance:
	approx. 4,0 min
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Components:

Engine:			Helical Bevel geared - 1,5 kW 
				SEW, KA87/T T90L4/BMG/TF/Z    
Drive:				Double-Sided Chain Drive; Chain DIN 8187-16-B1
Landing Gears:		Jost, Modul B02-03-06-01-03 , 
Max. Load per Gear: 12 to.
Pneumatic Air Bellows:	Metal Work Pneumatic Type PM/31121
Rollers (lift frame):		PN 85/90/5K incl. Roller Bearing
Material:			Base Frame: S 235 JR, Lift Frame: S 235 JR
Surface:			Base Frame: hot galvanized, Lift Frame: hot galvanized
Safety Equipment:		3 Emergency Stops / Locking Pin at the control panel	
Control System:		Standard CFM 45
				Load Pos. 20 Foot, 40 Foot and 45 Foot


Note:

This type will be delivered with jost standard landing gears without wheels.









Type: CFM 45 T					Item Number: 20022005

Specification identical in design to CFM 45.
The CFM 45 T will be delivered only in combination with the fork lift shoe and the tow ball housing for replacement of the Container Filler on site (see accessories page 11 and 12).

Note:	

This type will be delivered with 4 pair of Jost standard landing gears without wheels and one pair with wheels (direction of travel) to replace the container filler.

Type: CFM 45 V					Item Number: 20022008

Specification identical in design to CFM 45.
The CFM 45 V will be delivered only in combination with the adjustment unit to sim-plify the docking process between the chassis of the truck and the Container Filler (see accessories page 13).

Note:	

This type will be delivered with jost standard landing gears without wheels (all sideways mounted).

Type: CFM 45 TV				Item Number: 20022464

Specification identical in design to CFM 45.
The CFM 45 TV will be delivered only in combination with the fork lift shoe, the tow ball housing for replacement of the container filler on site (see accessories page 11 and 12) and the adjustment unit to simplify the docking process between  the chassis of the truck and the Container Filler (see accessories page 13).

Note:	

This type will be delivered with jost standard landing gears with wheels. The penultimate pair of wheels (engine side) is mounted in direction of travel, the rest sideways. During use of adjustment unit the penultimate pair of wheels has to be retracted (no contact to the ground).






	Overview Accessories
CFM Type
	Item Number
	Adjustment Unit
	Tow Ball Housing
	Forklift Shoe
	Integrated Compressor
	Spare Pare Package
	Tool Set

	CFM 20
	20012762
	
	
	
	20022010
	19022126
	19022127

	CFM 20 T
	20022003
	
	20012766
	20012765
	20022010
	19022126
	19022127

	CFM 20 V
	20022006
	20012767
	
	
	20022010
	19022126
	19022127

	CFM 20 TV
	20022462
	20012767
	20012766
	20012765
	20022010
	19022126
	19022127

	CFM 40
	20012763
	
	
	
	20022010
	19022126
	19022127

	CFM 40 T
	20022004
	
	20012766
	20012765
	20022010
	19022126
	19022127

	CFM 40 V
	20022007
	20012767
	
	
	20022010
	19022126
	19022127

	CFM 40 TV
	20022463
	20012767
	20012766
	20012765
	20022010
	19022126
	19022127

	CFM 45
	20012764
	
	
	
	20022010
	19022126
	19022127

	CFM 40 T
	20022004
	
	20012766
	20012765
	20022010
	19022126
	19022127

	CFM 45 V
	20022008
	20012767
	
	
	20022010
	19022126
	19022127

	CFM 45 TV
	20022464
	20012767
	20012766
	20012765
	20022010
	19022126
	19022127




CFM Accessories: Tow Ball Housing
[image: ]
Overview:	








Counterpart to the fork lift shoe for replacement of the container filler on site.

Type: CFM Tow Ball Housing		 	Item Number: 20012766

Note:

Pilot holes are integrated in all types of CFM.













CFM Accessories:  Forklift Shoe	

[image: ]Overview:			
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Type: CFM Forklift Shoe				Item Number: 20012765

Note: 

Counterpart to the tow ball housing for replacement of the Container Filler on site.







CFM Accessories: Adjustment Unit

[image: ]Overview:		
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Type: Adjustment Unit	 		Item Number:	 20012767

Note:	

The adjustment unit simplifies the docking procedure of the CFM Container Filler to the vehicle chassis. 







CFM Accessories: Integrated Compressor
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Type: CFM Integrated Compressor 	Item Number:	20022010

Technical Data for the Compressor

Intake volume: 350 l/min.				Filling volume: 285 l/min.
Tank content: 90 l					Max. Pressure: 10 Bar
Motor performance:					1,90 kW	
Noise pressure level:				74 dB (A)
Electrical Connection:				220 V












		






CFM Spare Parts Package:
 
consisting of:
 
1 piece air bellow with adapter TYPE PM/31121 -1" 		Item Number: 19019374
6 piece elbow male B5 1/2"-Ø12/10 				Item Number: 19019411
4 piece pallet truck rollers PN 85/90/SK-EL 92 			Item Number: 19021921
1 piece position switch Siemens 3SE5 				Item Number: 19019169
2 piece chain 16B1 FORM E2					Item Number: 19019107
2 piece guide rollers  VS 80/25-63/5K-S				Item Number: 19021922
2 piece elbow female B6- Ø12/10 (air conduction) 		Item Number: 19019410
2 piece reducing nippel  1" external 1/2" internal		Item Number: 19019392
2 piece tee male B9- Ø12/10					Item Number: 19019409
2 piece threaded adapter  DN 7,2 / AG 1/2"			Item Number: 19022171
2 piece hose adapter MS DN 7,2 LW 9 mm 			Item Number: 19022172

3 piece tube blue stripes, rubber
9,5 mm x 3,5 mm, 20 bar BD, length 700 mm 			Item Number: 19019341

6 piece hose clamps 12-22 mm, width 9 mm 			Item Number: 19022173

1 piece 5/3 Lever 1/2 MAV 46 LEO CC 				Item Number: 19019342
1 piece silencer MWSFE 6 1/2" flat design 			Item Number: 19019395

6 piece compressed air tube diameter 12, 
length 293 mm							Item Number: 20025249

1 piece tube diameter 12, bended				Item Number: 20025117



Type: CFM Spare Parts Package (cpl.)	Item Number 50000325












CFM Tool Set:
  
For mounting and installation of all types of CFM
 
Consisting of:
 
1 Piece 	Pipe Wrench 1”				Item number: 19021954
1 Piece 	Hexagonal Socket, 8 mm			Item number: 19021964
1 Piece 	Hexagonal Socket, 10 mm			Item number: 19021956
1 Piece 	Hexagonal Socket, 14 mm			Item number: 19021955
1 Piece 	Bihexagonal Socket, ½” 17 mm		Item number: 19021960
1 Piece 	Bihexagonal Socket, ½” 19 mm		Item number: 19021961
1 Piece 	Bihexagonal Socket, ½” 24 mm		Item number: 19021962
1 Piece 	Allen Key, nickel-plated, 14 mm		Item number: 19021958
1 Piece 	Allen Key extra long 6 mm			Item number: 19022073
1 Piece 	Ratchet Wrench ½ “ with ejector		Item number: 19021959
1 Set 		Combination Wrench Set, 
chromed No. 19				Item number: 19021965
1 Set 		Allen Key Set, chromed			Item number: 19021957
		


Type: CFM Tool Set (cpl.)			 Item Number 50000326





















CFM spare parts (separately)

Air bellow Type PM/31121						Item Number: 19019374  

Elbow male B5 12/10-1/2 inch 					Item Number: 19019411  

Pallet truck rollers PN 85/90/5K 					Item Number: 19021921

Position switch Siemens 3SE5 					Item Number: 19019169

Chain joint 16B1 							Item Number: 19019107

Guide rollers  VS 80/25-63/5K-S 					Item Number: 19021922

Elbow female B6 12/10 (air conduction)				Item Number: 19019410

Reducing nippel 3/4a 1/2 						Item Number: 19019392 

Tee male B9 12/10							Item Number: 19019409 

Threaded adapter NW 7,2/ A 6 1/2 				Item Number: 19022171

Tube blue stripes, rubber
9,5 mm x 3,5 mm, 20 bar BD, length 700 mm
(length of tube by order) 						Item Number: 19019341  
 
Hose clamps 12-22 mm, width 9 mm 				Item Number: 19022173

5/3 way lever 1/2 MAV 46 LEO CC 				Item Number: 19019342 

Silencer MWSFE 6 1/2 Inch					Item Number: 19019395

Compressed air tube diameter 12, length 282 mm 		Item Number: 20025249

Tube diameter 12, bended 					Item Number: 20025117

Chain guide bracket 						Item Number: 







Arrester cable for bolt plate (4 pieces) 				Item Number: 

Rubber sleeve 1/2" C66100100
for 5/3 way valve 							Item Number: 19022369  

PVC knob for pneumatic lever
of 5/3 way valve: CVM 19001 					Item Number: 19022370  

Jost pair of wheels steel JSD03					Item Number: 19019118

Jost TC foot: JSD06 						Item Number: 19019119  

Jost landing gear set modul without foot
and without shaft B0203000000 					Item Number: 19019121  

Jost crank handle kit modul 350 mm R 356 JSU01		Item Number: 19019120 

Jost connecting shaft JSL10 					Item Number: 19019123  

Hinge for control cabinet door: 					Item Number: 19022404

Blickle heavy duty wheels with Blickle Softhane-tread 	Item Number: 17000152  

Drive shaft								Item Number: 20020711

Locking ring for drive shaft 					Item Number: 18015923 

Feather key for drive shaft 					Item Number: 18015416

Gearwheel for drive shaft 						Item Number: 17000067 

Feather key for gearwheel (drive shaft) 				Item Number: 18015364  












DIS Discharge System				
					
Overview:		
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Type: DIS 20						Item Number: 20012768

	Specification:
	[image: ]DIS 20

	Overall Length (incl. shaft):
	approx. 6542 mm

	Overall Width:
	approx. 2100 mm

	Overall Height:
	approx. 140 mm

	Net Weight:
	approx. 1100 kg

	Maximum Load:
	approx. 25 Tonnes

	Max. compressed Air Supply:
	approx. 6–8 Bar



Components:

2 Pieces		Carriage Parts (lift frame) S 235 JR (hot galvanized) 
8 Pieces	Compressed Air Bellows (Metal Work Pneumatic Type PM/31121)
1 Pieces		Shaft S 235 JR (hot galvanized)
1 Pieces		Connecting Rod for a lifting vehicle S 235 JR (hot galvanized)
8 Sets			Rollers PN 85/90/5K incl. Roller Bearing

Note:	An extension of DIS 20 to DIS 40 or DIS 45 is possible at any time.








Type: DIS 40						Item Number: 20012769
[image: ]
	Specification:
	DIS 40

	Overall Length (incl. shaft):
	approx. 13043 mm

	Overall Width:
	approx. 2100 mm

	Overall Height:
	approx. 140 mm

	Net Weight:
	approx. 2100 kg

	Maximum Load:
	approx. 45 Tonnes

	Max. compressed Air Supply:
	approx. 6–8 Bar



Components:

4   Pieces		Carriage Parts (lift frame) S 235 JR (hot galvanized) 
16 Pieces	Compressed Air Bellows (Metal Work Pneumatic Type PM/31121)
1   Pieces		Shaft S 235 JR (hot galvanized)
1   Pieces		Connecting Rod for a lifting vehicle S 235 JR (hot galvanized)
16 Sets		Rollers PN 85/90/5K incl. Roller Bearing

Type: DIS 45						Item Number: 20012770
[image: ]
	Specification:
	DIS 45

	Overall Length (incl. shaft):
	approx. 14563 mm

	Overall Width:
	approx. 2100 mm

	Overall Height:
	approx. 140 mm

	Net Weight:
	approx. 2300 kg

	Maximum Load:
	approx. 45 Tonnes

	Max. compressed Air Supply:
	approx. 6–8 Bar




Components:

4   Pieces		Carriage Parts (lift frame) S 235 JR (hot galvanized) 
16 Pieces	Compressed Air Bellows (Metal Work Pneumatic Type PM/31121)
1   Pieces		Shaft S 235 JR (hot galvanized)
1   Pieces		Connecting Rod for a lifting vehicle S 235 JR (hot galvanized)
16 Sets		Rollers PN 85/90/5K incl. Roller Bearing

Note:	The DIS Discharge system can be used only for unloading con-tainers, which have been loaded using the CFM Container Filler. Therefore the container has to be unloaded at a ramp or on the ground.




LGW Platform Wagon					
					
Overview:				
				
[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Bilder LGW Langgutwägen\LGW 6x1,2 mit Boden und Antirutsch.jpg]					
			









[image: C:\Users\freiberg\Desktop\LGW.PNG]











[image: ]



The LGW Platform Wagon is designed for transport assistance of long raw material and semi-finished products, especially in spacial restricted driveways. It can be op-erated with forklift or other lifting vehicles.







Types:



	Type
max. 
3,5 Tonnes
	Dimensions LGW in mm approx.
	Load Dimensions LGW in mm approx.
	Item Number

	
	Length
	Width
	Height1
	Weight
	Clear Width2
	Clear Height3
	

	LGW Type 3,5 3000 x 800
	3350
	758 
	400
	350 kg
	600
	600
	20012780

	LGW Type 3,5 4000 x 800
	4350
	758 
	400
	396 kg
	600
	600
	20012783

	LGW Type 3,5 6000 x 800
	6350
	758 
	400
	450 kg
	600
	600
	20012786

	LGW Type 3,5 3000 x 1200
	3690
	1158 
	400
	401 kg
	1000
	600
	20012782

	LGW Type 3,5 4000 x 1200
	4690
	1158 
	400
	451 kg
	1000
	600
	20012785

	LGW Type 3,5 6000 x 1200
	6690
	1158 
	400
	507 kg
	1000
	600
	20012787


1 without stakes, 2 with stakes, 3 with stake 720 mm without Anti-Slip System 


	Type
max. 
7,5 Tonnes
	Dimensions LGW in mm approx.
	Load Dimensions LGW in mm approx.
	Item Number

	
	Length
	Width
	Height1
	Weight
	Clear Width2
	Clear Height3
	

	LGW Type 7,5 3000 x 800
	3370
	758 
	500
	497 kg
	600
	600
	20012788

	LGW Type 7,5 4000 x 800
	4500
	758 
	500
	535 kg
	600
	600
	20012792

	LGW Type 7,5 6000 x 800
	6500
	758 
	500
	645 kg
	600
	600
	20012794

	LGW Type 7,5 3000 x 1200
	3690
	1158 
	500
	567 kg
	1000
	600
	20012790

	LGW Type 7,5 4000 x 1200
	4690
	1158 
	500
	631 kg
	1000
	600
	20012793

	LGW Type 7,5 6000 x 1200
	6690
	1158 
	500
	757 kg
	1000
	600
	20012795


1 without stakes, 2 with stakes, 3 with stake 720 mm without Anti-Slip System 


Components:	

Standard Equipment	Without stakes and wooden floor
Frame Material		S 235 JR – hot galvanized
Tires				Blickle heavy duty tires with  Blickle Softhane-wheel tread
Swivel				Type Rote Erde 


Note:	In the basic version no type contains stakes or wooden floor (see accessories from page 19).
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	Overview Accessories
MHS Type 
	Item Number
	Wooden Floor
	Adapter Stakes
	Stake
	Compensator
	Forklift Shoe
	Depositing Rack
	Anti Slip System
	Lashing Lugs
	Bumper Unilateral
	Pull Out Extension Unilateral

	LGW Type 3,5 3000x800
	20012780
	20012796
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 4000 x 800
	20012783
	20012799
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 6000 x 800
	20012786
	20012801
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 3000 x 1200
	20012782
	20012797
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 4000 x 1200
	20012785
	20012800
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 6000 x 1200
	20012787
	20012802
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 3000 x 800
	20012788
	20012803
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 4000 x 800
	20012792
	20012806
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 6000 x 800
	20012794
	20012808
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 3000 x 1200
	20012790
	20012803
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 4000 x 1200
	20012793
	20012806
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 6000 x 1200
	20012795
	20012808
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LPS Type 3000 x 800
	20012845
	20012853
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 4000 x 800
	20012848
	20012855
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 6000 x 800
	20012850
	20012857
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 3000 x 1200
	20012847
	20012854
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 4000 x 1200
	20012849
	20012856
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 6000 x 1200
	20012851
	20012859
	
	
	
	
	
	20012840
	
	20012861
	20012864

	IPW Type 3,5 2500x1250
	20012866
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 3000x1500
	20012867
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 4000x2000
	20012868
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 2500x1250
	20012869
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 3000x1500
	20012870
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 4000x2000
	20012871
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPS Type OR 2500x1250
	20012876
	20012884
	
	
	
	
	
	
	
	
	

	IPS Type OR 3000x1500
	20012877
	20012886
	
	
	
	
	
	
	
	
	

	IPS Type OR 4000x2000
	20012879
	20012887
	
	
	
	
	
	
	
	
	

	IPS Type MR 2500x1250
	20012880
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 3000x1500
	20012881
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 4000x2000
	20012882
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 2500x1250
	20022013
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 3000x1500
	20022014
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 4000x2000
	20022015
	
	
	
	
	
	
	
	
	
	

	EPW Type 3L 3,5
	20012890
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 4L 3,5
	20012892
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 5L 7,5
	20012893
	
	20012811
	20012813
	20022018
	20012898
	20022016
	20022035
	20012844
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LGW Accessories: Wooden Floor

[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LGW 6x1,2 mit Holzboden.jpg]









Types:			LGW Wooden Floor 12 Type 3000x800
				Item Number: 20012796

LGW Wooden Floor 12 Type 4000x800
				Item Number: 20012799

LGW Wooden Floor 12 Type 6000x800
				Item Number: 20012801

LGW Wooden Floor 12 Type 3000x1200
				Item Number: 20012797

LGW Wooden Floor 12 Type 4000x1200
				Item Number: 20012800

LGW Wooden Floor 12 Type 6000x1200
				Item Number: 20012802











LGW Wooden Floor 24 Type 3000x800
			Item Number: 20012803
	
LGW Wooden Floor 24 Type 4000x800
			Item Number: 20012806

LGW Wooden Floor 24 Type 6000x800
			Item Number: 20012808
				
LGW Wooden Floor 24 Type 3000x1200
			Item Number: 20012805

LGW Wooden Floor 24 Type 4000x1200
			Item Number: 20012807

LGW Wooden Floor 24 Type 6000x1200
			Item Number: 20012809


Note:			Wooden floor printing plate 12 mm for LGW up to
			3,5 tonnes max. loading capacity

Wooden floor printing plate 24 mm for LGW up to
			7,5 tonnes max. loading capacity

















LGW Accessories: Adapter Stake
			
Overview:		
[image: ]
[image: ]







Types:		MHS Adapter Stake Type 250						                  Item Number: 20012811
					
Note:	Adapter stake identical in design for EPW Euro Pallet Wagon.
Length approx. 250 mm. (per piece order)


LGW Accessories: Stake
	
[image: IMG_7311 - Windows-Fotoanzeige]Overview:		








Types:		MHS Stake Type 720									Item Number:	 20012813	
			
Note:			Stake identical in design for EPW Euro Pallet Wagon
Length approx. 720 mm (per piece order)





LGW Accessories: Compensator

[image: ]Overview:					






[image: ]
Types:			MHS Compensator Type 3,5 800
				Item Number: 20012817

				MHS Compensator Type 3,5 1200
				Item Number: 20012819

MHS Compensator Type 7,5 800		
Item Number: 20022017				
				
MHS Compensator Type 7,5 1200			
Item Number: 20012018
				
				
Note:	Compensator recommended for outdoor areas
The compensators identical in design for EPW- and IPW-Wagon. Distinction between types of compensators based on max. loa-ding capacity and width of the wagon


			
			
		


LGW Accessories: Forklift Shoe

[image: ]Overview:







Types:		LGW Forklift Shoe Type 800
Item Number: 20012829

LGW Forklift Shoe Type 1200
Item Number: 20012830

Note:		 	Distinction of types based on width of LGW Platform Wagon

LGW Accessories: Depositing Rack Lateral

[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LGW Ablagefach seitlich.jpg]
Overview:	






Types:		LGW Depositing Rack Lateral Type 800
			Item Number: 20012831

			LGW Depositing Rack Lateral Type 1200
			Item Number: 20012832

Note:		 	Distinction of types based on width of LGW Platform Wagon





LGW Accessories:  Anti Slip System

[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LGW 6x1,2 Antirutsch demontiert.jpg]Overview:






Types:		MHS Anti Slip System Type 800
			Item Number: 20012839

MHS Anti Slip System Type 1200
			Item Number: 20012840

Note:		 	Anti slip system identical in design for LPS Pallet System
			Distinction of anti slip system types based on width of product
			(per piece order)

LGW Accessories: Lashing Lugs	
[image: IMG_7301 - Windows-Fotoanzeige]
Overview:






Types:		MHS Lashing Lugs				
Item Number: 20012844		
				
Note:			Lashing lugs identical in design for EPW- and IPW-Wagon				(set with 4 pieces)







LPS Pallet System					
					
Overview:				
[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LPS Basis.jpg]				
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The LPS Pallet System is designed for storing and transporting long and heavy raw materials and semi-finished products. Corresponding to the certain specifications, the LPS Pallet System is modular in design, stackable and therefore compatible with the LGW Platform Wagon.








Types:

	Type
max. 
3 Tonnes
	Dimensions LPS in mm approx.
	Load Dimensions LPS in mm approx.
	Item Number

	
	Length
	Width
	Height
	Weight
	Clear Width
	Clear Height1
	

	LPS 3000 x 800
	3060
	800
	500
	58 kg
	600
	310
	20012845

	LPS 4000 x 800
	4060
	800
	500
	78 kg
	600
	310
	20012848

	LPS 6000 x 800
	6080
	800
	500
	119 kg
	600
	310
	20012850

	LPS 3000 x 1200
	3060
	1200
	500
	67 kg
	1000
	310
	20012847

	LPS 4000 x 1200
	4060
	1200
	500
	89 kg
	1000
	310
	20012849

	LPS 6000 x 1200
	6080
	1200
	500
	136 kg
	1000
	310
	20012851


1stacked

Components:	

Standard Equipment	Without wooden floor
Frame Material		S 235 JR – hot galvanized
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	Overview Accessories
MHS Type
	Item Number
	Wooden Floor
	Adapter Stakes
	Stake
	Compensator
	Forklift Shoe
	Depositing Rack
	Anti Slip System
	Lashing Lugs
	Bumper Unilateral
	Pull Out Extension Unilateral

	LGW Type 3,5 3000x800
	20012780
	20012796
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 4000 x 800
	20012783
	20012799
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 6000 x 800
	20012786
	20012801
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 3000 x 1200
	20012782
	20012797
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 4000 x 1200
	20012785
	20012800
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 6000 x 1200
	20012787
	20012802
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 3000 x 800
	20012788
	20012803
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 4000 x 800
	20012792
	20012806
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 6000 x 800
	20012794
	20012808
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 3000 x 1200
	20012790
	20012803
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 4000 x 1200
	20012793
	20012806
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 6000 x 1200
	20012795
	20012808
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LPS Type 3000 x 800
	20012845
	20012853
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 4000 x 800
	20012848
	20012855
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 6000 x 800
	20012850
	20012857
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 3000 x 1200
	20012847
	20012854
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 4000 x 1200
	20012849
	20012856
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 6000 x 1200
	20012851
	20012859
	
	
	
	
	
	20012840
	
	20012861
	20012864

	IPW Type 3,5 2500x1250
	20012866
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 3000x1500
	20012867
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 4000x2000
	20012868
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 2500x1250
	20012869
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 3000x1500
	20012870
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 4000x2000
	20012871
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPS Type OR 2500x1250
	20012876
	20012884
	
	
	
	
	
	
	
	
	

	IPS Type OR 3000x1500
	20012877
	20012886
	
	
	
	
	
	
	
	
	

	IPS Type OR 4000x2000
	20012879
	20012887
	
	
	
	
	
	
	
	
	

	IPS Type MR 2500x1250
	20012880
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 3000x1500
	20012881
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 4000x2000
	20012882
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 2500x1250
	20022013
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 3000x1500
	20022014
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 4000x2000
	20022015
	
	
	
	
	
	
	
	
	
	

	EPW Type 3L 3,5
	20012890
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 4L 3,5
	20012892
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 5L 7,5
	20012893
	
	20012811
	20012813
	20022018
	20012898
	20022016
	20022035
	20012844
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LPS Accessories:  Wooden Floor

Types:			LPS Wooden Floor 12 Type 3000x800
				Item Number: 20012853

LPS Wooden Floor 12 Type 4000x800
				Item Number: 20012855

LPS Wooden Floor 12 Type 6000x800
				Item Number: 20012857

LPS Wooden Floor 12 Type 3000x1200
				Item Number: 20012854

LPS Wooden Floor 12 Type 4000x1200
				Item Number: 20012856

LPS Wooden Floor 12 Type 6000x1200
				Item Number: 20012859

Note:	The thickness of the wooden floor printing plate in the basic version is always approx. 12 mm.

LPS Accessories: Bumper Unilateral

[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LPS Anschlag 1200 2.JPG]
Overview:







Types:		LPS Bumper Unilateral Type 800
			Item Number: 20012860





LPS Bumper Unilateral Type 1200
Item Number: 20012861

Note:	Distinction of types of bumper based on width of the LPS Pallet System

LPS Accessories: Pull-Out Extension Unilateral


[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LPS ausziehbar Basis ausgezogen.jpg]Overview:











Types:		LPS Pull-Out Extension Unilateral Type 800
			Item Number: 20012862

LPS Pull-Out Extension Unilateral Type 1200
Item Number: 20012864

Note:	Distinction of types of pull-out extension unilateral based on width of the LPS Pallet System











LPS Accessories:  Anti Slip System

[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LGW 6x1,2 Antirutsch demontiert.jpg]Overview:









Types:			MHS Anti Slip System Type 800
				Item Number: 20012839

MHS Anti Slip System Type 1200
				Item Number: 20012840

Note:		 		Identical in design for LGW Platform Wagon
Distinction of anti slip system types based on width of the LPS Pallet System (per piece order)



















IPW Industry Platform Wagon				

					
Overview:				
				
					
[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Bilder IPW\IPW front basis.jpg]			
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Types: 












The IPW Industry Platform Wagon is designed for transport assistance of metal sheets, laser- and welding parts and all types of semi-finished products especially in spacial restricted driveways. A holding fixture for the forks is mounted beneath the rotary table, in order to be operated with forklift and other lifting vehicles. The IPW In-
dustry Platform Wagon is compatible to the IPS Industry Pallet System.













Types:	 IPW - max. Load 3,5 Tonnes
(with wooden floor – printing plate thickness 12 mm)

	Type
max. 
3,5 Tonnes
	Dimensions IPW in mm approx.
	Load Dimensions IPW in mm approx.
	Item Number

	
	Length
	Width
	Height
	Weight
	Lichte Breite
	Lichte Höhe
	

	IPW Type 3,5 2500x1250
	3596
	1401
	711
	440 kg
	1250
	193
	20012866

	IPW Type 3,5 3000x1500
	4096
	1666
	711
	710 kg
	1500
	193
	20012867

	IPW Type 3,5 4000x2000
	5096
	2151
	711
	1181 kg
	2000
	193
	20012868




Types:	 IPW - max. Load 7,5 Tonnen
(with wooden floor – printing plate thickness 12 mm)
	Type
max. 
7,5 Tonnes
	Dimensions IPW in mm approx.
	Load Dimensions IPW in mm approx.
	Item Number

	
	Length
	Width
	Height
	Weight
	Lichte Breite
	Lichte Höhe
	

	IPW Type 7,5 2500x1250
	3596
	1401
	711
	460 kg
	1250
	193
	20012869

	IPW Type 7,5 3000x1500
	4096
	1666
	711
	710 kg
	1500
	193
	20012870

	IPW Type 7,5 4000x2000
	5096
	2166
	711
	864 kg
	2000
	193
	20012871




Components:	

Standard Equipment	With Wooden Floor in 12 mm thickness
Frame Material		S 235 JR – hot galvanized
Tires				Blickle heavy duty tires with Blickle Softhane-wheel tread
Swivel				Type Rote Erde 
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	Overview Accessories
MHS Type
	Item Number
	Wooden Floor
	Adapter Stakes
	Stake
	Compensator
	Forklift Shoe
	Depositing Rack
	Anti Slip System
	Lashing Lugs
	Bumper Unilateral
	Pull Out Extension Unilateral

	LGW Type 3,5 3000x800
	20012780
	20012796
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 4000 x 800
	20012783
	20012799
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 6000 x 800
	20012786
	20012801
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 3000 x 1200
	20012782
	20012797
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 4000 x 1200
	20012785
	20012800
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 6000 x 1200
	20012787
	20012802
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 3000 x 800
	20012788
	20012803
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 4000 x 800
	20012792
	20012806
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 6000 x 800
	20012794
	20012808
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 3000 x 1200
	20012790
	20012803
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 4000 x 1200
	20012793
	20012806
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 6000 x 1200
	20012795
	20012808
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LPS Type 3000 x 800
	20012845
	20012853
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 4000 x 800
	20012848
	20012855
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 6000 x 800
	20012850
	20012857
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 3000 x 1200
	20012847
	20012854
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 4000 x 1200
	20012849
	20012856
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 6000 x 1200
	20012851
	20012859
	
	
	
	
	
	20012840
	
	20012861
	20012864

	IPW Type 3,5 2500x1250
	20012866
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 3000x1500
	20012867
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 4000x2000
	20012868
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 2500x1250
	20012869
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 3000x1500
	20012870
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 4000x2000
	20012871
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPS Type OR 2500x1250
	20012876
	20012884
	
	
	
	
	
	
	
	
	

	IPS Type OR 3000x1500
	20012877
	20012886
	
	
	
	
	
	
	
	
	

	IPS Type OR 4000x2000
	20012879
	20012887
	
	
	
	
	
	
	
	
	

	IPS Type MR 2500x1250
	20012880
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 3000x1500
	20012881
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 4000x2000
	20012882
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 2500x1250
	20022013
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 3000x1500
	20022014
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 4000x2000
	20022015
	
	
	
	
	
	
	
	
	
	

	EPW Type 3L 3,5
	20012890
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 4L 3,5
	20012892
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 5L 7,5
	20012893
	
	20012811
	20012813
	20022018
	20012898
	20022016
	20022035
	20012844
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[image: ]IPW Accessories: Compensator

Overview: 



[image: ]




Types:		MHS Compensator Type 3,5 1200							Item Number: 20012819			
				
MHS Compensator Type 7,5 1200			
Item Number: 20022018
				
				
Note:	Compensator recommended for outdoor areas.
The Compensators are identical in design for  EPW- and IPW-Wagon. Distinction between types of compensators based on max. loading capacity and width of the wagon

















IPW Accessories:  Lashing Lugs
	
[image: IMG_7301 - Windows-Fotoanzeige]Overview:		








Type:			MHS Lashing Lugs										Item Number: 20012844		
				
							
Note:	Lashing lugs identical in design for LGW Platform Wagon and EPW Euro Pallet Wagon (set with 4 pieces)		






















IPS Industry Pallet System					
					
Overview:				
[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\IPS seitl ohne Ladung.jpg]	
	





	IPS Type OR (without frame)
[image: C:\Users\freiberg\Desktop\IPS OR.PNG][image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\IPS MR unbeladen seitl.jpg]






[image: C:\Users\freiberg\Desktop\Produktkatalog snap shots\IPS TR.PNG]	IPS Type MR (with frame)
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	IPS Type TR (with separation pockets)


Types: 

IPS Type OR (without frame and without wooden floor)


	Type
max. 
3 Tonnes
	Dimensions IPS in mm approx.
	Load Dimensions IPS in mm approx.
	Item Number

	
	Length
	Width
	Height
	Weight
	Clear Width
	Clear Height
	

	IPS Type OR 2500x1250
	2617
	1347
	285
	106 kg
	1250
	90
	20012876

	IPS Type OR 3000x1500
	3117
	1597
	285
	151 kg
	1500
	90
	20012877

	IPS Type OR 4000x2000
	4117
	2097
	285
	243 kg
	2000
	90
	20012879







IPS Type OR Accessories: Wooden Floor (printing plate thickness 12 mm)


Types:		IPS Wooden Floor 12 Type OR 2500x1250
Item Number: 20012884

IPS Wooden Floor 12 Type OR 3000x1500
Item Number: 20012886

IPS Wooden Floor 12 Type OR 4000x2000
Item Number: 20012887

IPS Type MR (with frame and with wooden floor) (printing plate thickness 12 mm)

	Type
max. 
3 Tonnes
	Dimensions IPS in mm approx.
	Load Dimensions
IPS in mm approx.
	Item Number

	
	Length
	Width
	Height
	Weight
	Clear Width
	Clear Height
	

	IPS Type MR 2500x1250
	2617
	1347
	285
	158 kg
	1250
	100
	20012880

	IPS Type MR 3000x1500
	3117
	1597
	285
	225 kg
	1500
	100
	20012881

	IPS Type MR 4000x2000
	4117
	2097
	285
	317 kg
	2000
	100
	20012882




IPS Type TR (with frame, wooden floor and 3 separation pockets) 
(printing plate thickness 12 mm)
	Type
max. 
3 Tonnes
	Dimensions IPS in mm approx.
	Load Dimensions IPS in mm approx.
	Separation pockets
(3 Pieces)
	Item Number

	
	Length
	Width
	Height
	Weight
	Clear Width
	Clear Height
	Division
in mm approx.
	

	IPS Type MR 2500x1250
	2617
	1347
	285
	158 kg
	1250
	100
	
	20022013

	IPS Type MR 3000x1500
	3117
	1597
	285
	225 kg
	1500
	100
	755/1524/755
	20022014

	IPS Type MR 4000x2000
	4117
	2097
	285
	317 kg
	2000
	100
	
	20022015



Components:	

Frame Material	S 235 JR – hot galvanized
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	Overview Accessories
MHS Type
	Item Number
	Wooden Floor
	Adapter Stakes
	Stake
	Compensator
	Forklift Shoe
	Depositing Rack
	Anti Slip System
	Lashing Lugs
	Bumper Unilateral
	Pull Out Extension Unilateral

	LGW Type 3,5 3000x800
	20012780
	20012796
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 4000 x 800
	20012783
	20012799
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 6000 x 800
	20012786
	20012801
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 3000 x 1200
	20012782
	20012797
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 4000 x 1200
	20012785
	20012800
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 6000 x 1200
	20012787
	20012802
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 3000 x 800
	20012788
	20012803
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 4000 x 800
	20012792
	20012806
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 6000 x 800
	20012794
	20012808
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 3000 x 1200
	20012790
	20012803
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 4000 x 1200
	20012793
	20012806
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 6000 x 1200
	20012795
	20012808
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LPS Type 3000 x 800
	20012845
	20012853
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 4000 x 800
	20012848
	20012855
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 6000 x 800
	20012850
	20012857
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 3000 x 1200
	20012847
	20012854
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 4000 x 1200
	20012849
	20012856
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 6000 x 1200
	20012851
	20012859
	
	
	
	
	
	20012840
	
	20012861
	20012864

	IPW Type 3,5 2500x1250
	20012866
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 3000x1500
	20012867
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 4000x2000
	20012868
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 2500x1250
	20012869
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 3000x1500
	20012870
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 4000x2000
	20012871
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPS Type OR 2500x1250
	20012876
	20012884
	
	
	
	
	
	
	
	
	

	IPS Type OR 3000x1500
	20012877
	20012886
	
	
	
	
	
	
	
	
	

	IPS Type OR 4000x2000
	20012879
	20012887
	
	
	
	
	
	
	
	
	

	IPS Type MR 2500x1250
	20012880
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 3000x1500
	20012881
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 4000x2000
	20012882
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 2500x1250
	20022013
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 3000x1500
	20022014
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 4000x2000
	20022015
	
	
	
	
	
	
	
	
	
	

	EPW Type 3L 3,5
	20012890
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 4L 3,5
	20012892
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 5L 7,5
	20012893
	
	20012811
	20012813
	20022018
	20012898
	20022016
	20022035
	20012844
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EPW Euro Pallet Wagon					
					
Overview:				
				
[image: IMG_7319 - Windows-Fotoanzeige]
EPW Type 5L 7,5					
			
[image: ]





Types:
	Type
max. 
3,5 Tonnes
(Payload)
	Dimensions EPW in mm approx.
	Load Dimensions EPW
	Item Number

	
	Length
	Width
	Height
	Weight
	
	

	EPW 3L 3,5
	3333
	1283
	556
	560 kg
	3 x Euro Pallet
(800x1200) longitudinal
	20012890

	EPW 4L 3,5
	4253
	1283
	556
	700 kg
	4 x Euro Pallet
(800x1200) longitudinal
	20012892

	Type
max. 
7,5 Tonnes
(Payload)
	Dimension EPW in mm approx.
	Load Dimensions EPW
	Item Number

	
	Length
	Width
	Height
	Weight
	
	

	EPW 5L 7,5
	5173
	1283
	556
	836 kg
	5x Euro Pallet
(800x1200) longitudinal
	 20012893





The EPW Euro Pallet Wagon is designed for transport assistance of euro pallets and steel box pallets, especially in spacial restricted driveways. Additional it can be used for commissioning and mobile stocking. The EPW Euro Pallet Wagon is hot galvanized and can be used outdoor as well.				


Components:	

Standard Equipment	Without Stakes
Frame Material		S 235 JR – hot galvanized
Tires				Blickle heavy duty tires with Blickle Softhane-wheel tread
Swivel				Type Rote Erde 
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	Overview Accessories
MHS Type 
	Item Number
	Wooden Floor
	Adapter Stakes
	Stake
	Compensator
	Forklift Shoe
	Depositing Rack
	Anti Slip System
	Lashing Lugs
	Bumper Unilateral
	Pull Out Extension Unilateral

	LGW Type 3,5 3000x800
	20012780
	20012796
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 4000 x 800
	20012783
	20012799
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 6000 x 800
	20012786
	20012801
	20012811
	20012813
	20012817
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 3,5 3000 x 1200
	20012782
	20012797
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 4000 x 1200
	20012785
	20012800
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 3,5 6000 x 1200
	20012787
	20012802
	20012811
	20012813
	20012819
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 3000 x 800
	20012788
	20012803
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 4000 x 800
	20012792
	20012806
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 6000 x 800
	20012794
	20012808
	20012811
	20012813
	20022017
	20012829
	20012831
	20012839
	20012844
	
	

	LGW Type 7,5 3000 x 1200
	20012790
	20012803
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 4000 x 1200
	20012793
	20012806
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LGW Type 7,5 6000 x 1200
	20012795
	20012808
	20012811
	20012813
	20022018
	20012830
	20012832
	20012840
	20012844
	
	

	LPS Type 3000 x 800
	20012845
	20012853
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 4000 x 800
	20012848
	20012855
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 6000 x 800
	20012850
	20012857
	
	
	
	
	
	20012839
	
	20012860
	20012862

	LPS Type 3000 x 1200
	20012847
	20012854
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 4000 x 1200
	20012849
	20012856
	
	
	
	
	
	20012840
	
	20012861
	20012864

	LPS Type 6000 x 1200
	20012851
	20012859
	
	
	
	
	
	20012840
	
	20012861
	20012864

	IPW Type 3,5 2500x1250
	20012866
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 3000x1500
	20012867
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 3,5 4000x2000
	20012868
	20012819
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 2500x1250
	20012869
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 3000x1500
	20012870
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPW Type 7,5 4000x2000
	20012871
	20022018
	
	
	
	
	
	
	20012844
	
	

	IPS Type OR 2500x1250
	20012876
	20012884
	
	
	
	
	
	
	
	
	

	IPS Type OR 3000x1500
	20012877
	20012886
	
	
	
	
	
	
	
	
	

	IPS Type OR 4000x2000
	20012879
	20012887
	
	
	
	
	
	
	
	
	

	IPS Type MR 2500x1250
	20012880
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 3000x1500
	20012881
	
	
	
	
	
	
	
	
	
	

	IPS Type MR 4000x2000
	20012882
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 2500x1250
	20022013
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 3000x1500
	20022014
	
	
	
	
	
	
	
	
	
	

	IPS Type TR 4000x2000
	20022015
	
	
	
	
	
	
	
	
	
	

	EPW Type 3L 3,5
	20012890
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 4L 3,5
	20012892
	
	20012811
	20012813
	20012819
	20012898
	20022016
	20022035
	20012844
	
	

	EPW Type 5L 7,5
	20012893
	
	20012811
	20012813
	20022018
	20012898
	20022016
	20022035
	20012844
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EPW Accessories: Adapter Stake
			
Overview:		
[image: ]

[image: ]





Type:			MHS Adapter Stake Type 250								Item Number: 20012811

Note:			Adapter stake identical in design for LGW Platform Wagon
Length approx. 250 mm (per piece order)

			EPW Standard:	Type 3L	8   Pieces	
						Type 4L	10 Pieces	
						Type 5L	12 Pieces	

[image: IMG_7311 - Windows-Fotoanzeige]EPW Accessories: Stake
	
Overview:		







Type:			MHS Stake Type 720									Item Number: 20012813
		
Note:			Stake identical in design for LGW Platform Wagon
Length approx. 720 mm (per piece order)	

EPW Standard:	Type 3L	8   Pieces	
						Type 4L	10 Pieces	
						Type 5L	12 Pieces	




EPW Accessories: Compensator

[image: ]Overview:					






[image: ]
Types:		MHS Compensator Type 3,5 1200							Item Number: 20012819			
				
MHS Compensator Type 7,5 1200			
Item Number: 20022018
				
				
Note:	Compensator recommended for outdoor areas	
	The Compensators are identical in design for LGW- and IPW-Wagon. Distinction between types of compensators based on max. loading capacity and width of the wagon.















EPW Accessories: Forklift Shoe
[image: ]
Overview:







Type:				EPW Forklift Shoe Type L		
Item Number: 20012898

Note:	The forklift shoe is identical in design for all three types of EPW Euro Pallet Wagon


EPW Accessories: Lashing Lugs	
[image: IMG_7301 - Windows-Fotoanzeige]
Overview:





	
Type:				MHS Lashing Lugs										Item Number: 20012844		
				
Note:	Lashing lugs identical in design for LGW Platform Wagon and IPW Industry Platform Wagon (set with 4 pieces)











EPW Accessories: Depositing Rack Lateral

[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LGW Ablagefach seitlich.jpg]
Overview:	






Types:		EPW Depositing Rack Lateral Type L
			Item Number: 20022016

Note:	All types of EPW Euro Pallet Wagon use the same type of de-positing rack lateral
	

EPW Accessories: Anti Slip System

Overview:
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Type:			EPW Anti Slip System Type L
			Item Number:  20022035

Note:	EPW Anti Slip System is not identical in design with MHS Anti Slip System (for LGW and LPS). The EPW Anti Slip System is retrofittable. (per piece order) 





Annex  - MHS Overview Areas of application:

	MHS Modell
	tubing and
bars
	industrial-
and semi-
finished products
	metal
sheets
	Euro
pallets
	mesh boxes
	pre- 
packing
	buffer
stocks
	external
transport

	LGW Type 3,5 3000x800
	  
	
	0
	0
	0
	
	
	

	LGW Type 3,5 4000 x 800
	
	
	0
	0
	0
	
	
	

	LGW Type 3,5 6000 x 800
	
	
	0
	0
	0
	
	
	

	LGW Type 3,5 3000 x 1200
	
	
	0
	0
	0
	
	
	

	LGW Type 3,5 4000 x 1200
	
	
	0
	0
	0
	
	
	

	LGW Type 3,5 6000 x 1200
	
	
	0
	0
	0
	
	
	

	LGW Type 7,5 3000 x 800
	
	
	0
	0
	0
	
	
	

	LGW Type 7,5 4000 x 800
	
	
	0
	0
	0
	
	
	

	LGW Type 7,5 6000 x 800
	
	
	0
	0
	0
	
	
	

	LGW Type 7,5 3000 x 1200
	
	
	0
	0
	0
	
	
	

	LGW Type 7,5 4000 x 1200
	
	
	0
	0
	0
	
	
	

	LGW Type 7,5 6000 x 1200
	
	
	0
	0
	0
	
	
	

	LPS Type 3000 x 800
	
	0
	0
	0
	0
	
	
	

	LPS Type 4000 x 800
	
	0
	0
	0
	0
	
	
	

	LPS Type 6000 x 800
	
	0
	0
	0
	0
	
	
	

	LPS Type 3000 x 1200
	
	0
	0
	0
	0
	
	
	

	LPS Type 4000 x 1200
	
	0
	0
	0
	0
	
	
	

	LPS Typ e6000 x 1200
	
	0
	0
	0
	0
	
	
	

	IPW Type 3,5 2500x1250
	0
	
	
	
	
	
	
	

	IPW Type 3,5 3000x1500
	0
	
	
	
	
	
	
	

	IPW Type 3,5 4000x2000
	0
	
	
	
	
	
	
	

	IPW Type 7,5 2500x1250
	0
	
	
	
	
	
	
	

	IPW Type 7,5 3000x1500
	0
	
	
	
	
	
	
	

	IPW Type 7,5 4000x2000
	0
	
	
	
	
	
	
	

	IPS Type OR 2500x1250
	0
	
	
	0
	0
	
	
	

	IPS Type OR 3000x1500
	0
	
	
	0
	0
	
	
	

	IPS Type OR 4000x2000
	0
	
	
	0
	0
	
	
	

	IPS Type MR 2500x1250
	0
	
	
	0
	0
	
	
	

	IPS Type MR 3000x1500
	0
	
	
	0
	0
	
	
	

	IPS Type MR 4000x2000
	0
	
	
	0
	0
	
	
	

	IPS Type TR 2500x1250
	0
	
	
	0
	0
	
	
	

	IPS Type TR 3000x1500
	0
	
	
	0
	0
	
	
	

	IPS Type TR 4000x2000
	0
	
	
	0
	0
	
	
	

	EPW Type 3L 3,5
	
	
	0
	
	
	
	
	

	EPW Type 4L 3,5
	
	
	0
	
	
	
	
	

	EPW Type 5L 7,5
	
	
	0
	
	
	
	
	



Legend:

Optimal:             
Possible:
Unsuitable:         0







Annex - MHS Common Parts (Accessories):	

Adapter Stake:
[image: ]			
[image: ]Overview:		








Types:		MHS Adapter Stake approx. 250 mm (per Piece order)				Item Number: 20012811
					
Note:			Application for LGW and EPW
(per piece order)

Stake:
	
[image: IMG_7311 - Windows-Fotoanzeige]Overview:		








Types:		MHS Stake approx. 720 mm (per Piece order)						Item Number: 20012813	
			
Note:			Application for LGW and EPW
(per piece order)

			



Annex - MHS Common Parts (Accessories):	

Compensator:

[image: ]Overview:					






[image: ]
Types:			MHS Compensator Type 3,5 800
				Item Number: 20012817

				MHS Compensator Type 3,5 1200
				Item Number: 20012819

MHS Compensator Type 7,5 800		
Item Number: 20022017		
				
MHS Compensator Type 7,5 1200			
Item Number: 20022018
				
				
Note:	Application for LGW, IPW and EPW.








Annex - MHS Common Parts (Accessories):	

Anti Slip System:

[image: X:\IBS Vertrieb\Container Filler\Bilder Videos\Matti Fotos\LGW 6x1,2 Antirutsch demontiert.jpg]Overview:









Types:			MHS Anti Slip System Type 800
				Item Number: 20012839

MHS Anti Slip System Type 1200
				Item Number: 20012840

Note:		 		Application for LGW and IPW
				(per piece order)




















Annex - MHS Common Parts (Accessories):	

Lashing Lugs:	

[image: IMG_7301 - Windows-Fotoanzeige]Overview:







Types:		MHS Lashing Lugs				
Item Number: 20012844		
				
Note:			Application for LGW, IPW and EPW
			(set with 4 pieces)























Annex – MHS Customer Solutions:

Customized  solutions are basically  possible and will be taken in our development department.

Example:
[image: ]









[image: ]


LPS KA Pallet System with wheels and adjustable bumper


[image: C:\Users\freiberg\Desktop\Matti Fotos\LGW Unterbaar front.jpg]










LPS KA Pallet System with metal sheet frame







Annex –Logistics Systems Certifications:

CFM Container Filler:		EC-Declaration of Conformity
According to EC directive 2006/42/EC on machi-nery (Annex II A)
[image: ]
Risk Assessment
According to EN ISO 12100-1,-2/ category of loss according to  EN ISO 14 121-1, PL, according to EN 13849-1

(US Certifications)

DIS Discharge System:		EC-Declaration of Conformity
According to EC directive 2006/42/EC on machi-nery (Annex II A)

Risk Assessment
According to EC directive 2006/42/EC on machi-nery (Annex I and EN ISO 12100:2010)
		…………………………………………………………………..

LGW Platform Wagon:		Risk Assessment
IPW Industry Platform Wagon:	According  to EN ISO 12100-1,-2/ category of loss
EPW Euro Pallet Wagon:		according to EN 13849-1

LPS Pallet System:	Dekra – Certified Load Securing
[image: ]Conformity the dynamic stability of the bar cassettes for securing loads subject to the regu-lations VDI 2700 et seq. and DIN EN 12642, Appendix B, dynamic driving tests
Welding certificate
DIN 4113 (Aluminium)
DIN 18 800-7: 2008-11
Class E (Steel)
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